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Low SAPS passenger car engine oil for petrol and diesel engines with DPF and 3-way catalytic converters

Description 
CLASSIC MEDUNA PT 5W-30 C3/C4 is a low-ash, fuel-economy high-performance, smooth-running engi-
ne oil. It is based on HC syntetic base oils with the latest additive technology and has been specially develo-
ped for use in Euro 4 petrol and diesel engines with diesel particulate filters (DPF). 

Application
CLASSIC MEDUNA PT 5W-30 C3/C4 offers excellent engine cleanliness as well as a lower Fuel consump-
tion and therefore low CO2 emissions. It is specially suitable for use in cars from the Renault Nissan Group 
and Daimler AG. 

Properties
• effective wear protection for higher engine performance and extended engine lifetime
• extremely low oil consumption 
• Fuel savings in all fields of activity
• Extraordinary cold start properties
• Through Low Saps technology prolonged durability of the exhaust after treatment system

Product Data

Properties Unit 5W-30*

Density 15 °C g/cm³ 0,852

Viscosity 40 °C mm²/s 67,1

Viscosity 100 °C mm²/s 11,8

Viscosity index 173

Flash point COC °C 220

Pourpoint °C -39

sulfated ash M-% 0,5

*are average values and may vary in the framework of the standard

Quality level 
ACEA C3 / C4

Performance
Fiat 9.55535-S4
MB 226.51 /229.31/229.51
Renault RN 0720
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